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Potencia

Dimensions
Dimensiones

Weight
Peso

Code
Código

Shape
Forma

LED Panel Lights | Paneles LED  

APL-01

APL-02

APL-03

APL-04

APL-05

APL-06

APL-07

APL-14 

6W

12W

18W

24W

6W

12W

18W

24W

250 lm

650 lm

1000 lm

1350 lm

250 lm

650 lm

1000 lm

1350 lm

260 lm

720 lm

990 lm

1450 lm 

260 lm

720 lm

990 lm

1450 lm

260 lm

720 lm

1100 lm

1450 lm 

260 lm

720 lm

1100 lm

1450 lm

140 gr

240 gr

320 gr

520 gr

150 gr

250 gr

400 gr

730 gr

Ø110x28 mm

Ø160x28 mm

Ø210x28 mm

Ø285x28 mm

110x110x28 mm

160x160x28 mm

210x210x28 mm

285x285x28 mm

www.demasled.com

Connection | Conexión

Warnings | 
Advertencias

Este producto es para uso en interiores. 

No debe ser utilizado en áreas abiertas o 

al intemperie.

No exponer el panel a chorros de agua.

No dejar caer.

Limpiar siempre con paños secos.

No utilice el producto para otros �nes que 

no sean para los cuales esta destinado.

La instalación del producto debe ser 

realizada por personal cali�cado.

Quite la energía eléctrica antes de realizar 

la instalación.
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This product is for indoor use. It should not 

be used in open areas or in the open.

Do not expose the panel to jets of water.

Do not drop

Always clean with dry cloths.

Do not use the product for other purposes 

than for which it is intended.

The installation of the product must be 

carried out by quali�ed personnel.

Remove electrical power before installing.
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Technical data | Datos técnicos

Input Voltage / Tensión de entrada

Frequency / Frecuencia

CRI

Beam Angle / Ángulo de Apertura

LED Type / Tipo de LED

Operating Temperature / 

Temperatura de Trabajo

IP Grade / Grado IP

AC220-265V

50Hz

>70

138°

SMD2835

-20°C ~ 40°C

IP20

Certi�cations | 
Certi�caciones

Surface Mounted | Para Aplicar

Surface Mounted | Para Aplicar

Recessed | Para Embutir

Recessed | Para Embutir

CW | Cool White / Blanco Frío | NW | Neutral White / Blanco Neutro | WW | Warm White / Blanco Cálido

WW
(3000°K)

NW
(4000°K)

CW
(6000°K)

PAN-36

PAN-37

PAN-41

PAN-38

PAN-56

PAN-48

PAN-42

PAN-39

PAN-43

PAN-58

6W

9W

12W

18W

24W

6W

9W

12W

18W

24W

280 lm 

520 lm 

720 lm

1250 lm 

1700 lm

250 lm

540 lm

650 lm

1000 lm

1000 lm

300 lm

550 lm

780 lm

1350 lm

1800 lm

260 lm

570 lm

720 lm

1100 lm

1450 lm

300 lm

550 lm

780 lm

1350 lm

1800 lm

260 lm

570 lm

720 lm

1100 lm

1450 lm

120 gr

150 gr

190 gr

290 gr

500 gr

130 gr

180 gr

210 gr

350 gr

640 gr

Ø118x16 mm

Ø148x16 mm

Ø167x16 mm

Ø220x16 mm

Ø293x16 mm

118x118x16 mm

148x148x16 mm

167x167x16 mm

220x220x16 mm

293x293x16 mm

AC220-265V

APL

AC220-265V
PAN 

Square / Cuadrados: 
pan-48 / pan-49 / pan-39 / 
pan-43 / pan-42 / pan-58

Round / Redondos: 
pan-36 / pan-37 / pan-41 / 
pan-38 / pan-56

Square / Cuadrados: 
apl-05 / apl-06 / apl-07 / 
apl-14

Round / Redondos: 
apl-01 / apl-02 / apl-03 / 
apl-04


